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The operating policy of DOE's filter testing
program, contained in DOE STD 3022-98,6 calls
for testing all HEPA filters intended for
environmental protection at a DOE-operated FTF
(ORFTF).  Delivery of filters to the FTF for QA
review is mandatory for all DOE facilities, and
this service is also available to the public on a fee
basis.  When the filter manufacturer's test data are
confirmed, the FTF test results are added to the
information on the filter case.  The test
procedures at the FTF call for "penetration and
resistance tests,"  "visual inspection for damage
and visible defects," and other "visually verifiable
requirements."  Except for filters rated at less than
125 cfm, penetration tests are to be conducted at
100 percent and 20 percent of rated airflow
capacity, and the maximum penetration of .3- ìm
particles at both airflow rates is 0.03 percent, in
accordance with DOE STD 3025-99.7
Penetration tests may be conducted using a
monodisperse aerosol and a total light-scattering
photometer or a polydisperse aerosol with a single
particle counting and sizing instrument.  A QA
program for the DOE FTF is contained in DOE
Standard 3026-99.8  Specifications for HEPA
filters to be used by DOE contractors are
contained in DOE STD 3020-97.9

8.4 VISUAL INSPECTION

Visual inspection is an integral and vital part of
every acceptance or surveillance test.  A careful
visual examination should be made of each
internal and external component prior to
installation to verify that the items have been
received in satisfactory and serviceable condition.
After installation, the system should be checked as
part of the acceptance test procedure to make sure
that all required items have been properly
installed.  A suggested checklist is provided in
Section 5 of ASME N510,10 which may be used to
verify that system design and construction are in
accordance with ASME N50911 and ASME N511-
2001.12  ASME AG1 also provides guidance for
visual inspection in Section 5.0 and Appendix 1,
Section AA-5000.3  Preparation of the proper
visual checklist is the most important part of the
test procedure.  The checklist should cover all
major potential problems without further testing,
including the relevant items identified in Section
5.0 of ASME N510,10 and also should incorporate
the field observation checklist items listed in

Appendix C of ASME N50911 where applicable.
Certain items listed in the recommended checklist
in ASME N51010 are only observable prior to
installing the components.  Experienced field test
personnel should be able to find bank leak paths
of a few tenths of a percent by visual examination,
as well as many other potential problems not
identified by the actual leak test procedures.  An
example of an excellent field check list used by
Los Alamos National Laboratory (LANL) is
presented in Appendix A and B, respectively.

8.5 IN-PLACE COMPONENT TESTS

AND CRITERIA

System tests fall in two broad categories: (1)
prestartup acceptance tests to verify that
components have been installed properly and
without damage and that the system can operate
as intended, and (2) surveillance tests made
periodically after the system has been placed in
operation to demonstrate its ability to continue
performing its intended air cleaning function.
Surveillance tests are leak tests of the HEPA filter
and adsorber installations.  To provide guidance
for the preparation of test procedures, details of
acceptance and surveillance tests are given in
ASME N510,10 ASME N511,11 and ASME AG-1.3
In all cases, tests should be preceded by careful
visual inspection, as previously discussed in
Section 8.4 above.  It is noteworthy to add that a
spring-loaded clamping device was developed at
the Rocky Flats Environmental Closure Site to
provide continual holding of HEPA filters and
eliminate the need to re-enter the plenum and
retorque installed filters.39

8.5.1 ACCEPTANCE TESTING

Acceptance tests also fall into two broad
categories: (1) those that relate to the permanent
elements of the system, ducts, housing, mounting
frames, and location of test ports, and (2) those
that verify the installation and condition of the
primary air cleaning components (HEPA filters
and adsorbers).  Acceptance tests of HEPA filter
and adsorber installations are identical to the
surveillance tests of those elements and are
covered in Section 8.6.  Tests in the first category
include leak tests of ducts, housings, and primary-
component mounting frames; airflow capacity and
distribution tests; gas residence time tests for


